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Order number: 623-RAL-2
Manufacturer: Briefkasten Manufaktur Lippe

ab €863.00 *
incl. VAT plus shipping costs (exclusive of VAT for logged-in users
with VAT ID and Non-EU countries)

https://www.briefkasten-manufaktur.de/en/shipping-costs
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Wall pass-through mailbox BASIC 623 powder coated - bell - intercom - 2 parties
The wall pass-through mailbox with bell station optionally with video loudspeaker has a lot of volume for receiving mail and is
variable in depth from 290 - 440 mm, in order to optimally adapt to your wall thickness (30 degree angle running diagonally to the
rear). Each single mailbox has a size of 300 x 110 x 290 to 440 mm (WxHxD). The boxes comply with the current EN standard
13724 so that e.g. A4 envelopes can be inserted unbent and protection against break-in is guaranteed.
Great advantage of a wall pass-through letterbox system, it is well protected from the weather and therefore very durable. Also well
suited for installation in wall columns. A quality product made in Germany.
• Wall pass-through mailbox system made of galvanized sheet steel, powder coated.
• German quality production "Made in Germany".
• Inclined, pull-out box and front panel without end frame (for an even look without interruptions).
• Depth variable from 290mm - 440mm, 30 degree angle running diagonally to the rear.
• The letterbox complies with DIN/EN 13724. Insertion size (3.5 cm x 26.5 cm) for C4 high, here fit even large letters without bending.
• Insertion flaps with noise-dampening rubber seal for very quiet insertion of mail.
• The removal door can be opened from left to right.
• Incl. 2 keys with key number & changeable name plate under the access flap.
• The inscriptions of the name plates can be exchanged as desired
• Mailbox system with perforated speaking screen and anti-vandalism bell button for each mailbox.
• With universal adapter on the back for installation of commercially available built-in loudspeakers.
• Universal adapter for all commercially available built-in speakers.
• Mounting instructions included.

Abmessungen & Details
Number of parties: 2
Item withdrawal: Back
Base material: Steel galvanized
Height single box in cm: 11,0
Width single box in cm: 30,0
Volume single box in liters: 10,0 - 15,0
Height letter slot in cm: 3,5
Width letter slot in cm: 26,5
Depth in cm: 29,0 - 44,0
Weight in kg: 10,0

Shipping information:
Depending on the order volume, delivery is made by parcel shipment or bulky goods shipment. Partial
deliveries are possible for products that can be disassembled (e.g., for floor-standing mailboxes, the
stand & box can be shipped separately).


