

Order number: 138ST-VARS-SR
Manufacturer: Briefkasten Manufaktur Lippe
${ }_{\mathrm{ab}} € 701.00$ *
incl. VAT plus shipping costs (exclusive of VAT for logged-in users with VAT ID and Non-EU countries)


Anschlag rechts Schloss links


Anschlag links Schloss rechts


## Design mailbox free-standing Schiller MEDIUM VARS - RAL color with stainless steel application

High quality stainless steel design letter box for stand assembly with a newspaper box. Front panel made of 2 mm stainless steel in RAL fine structure, matt powder-coated \& noble stainless steel application. This mailbox is massively manufactured and the basic material is made of stainless steel. This is how optimal rust protection is given. The structure also gives optimal water protection. The door lock side can be selected for left-handed or right-handed people so that one-handed operation is possible.
The dimensions enable a capacity of approx. 14 liters, the throw-in from above is guaranteed also for DIN-C4 envelopes and magazines or, after several days of absence, no crumpled mail. This mailbox free-standing is designed in such a way that you keep your hands freely when opening, and the inner structure prevents the mail from falling towards you. By throwing in from above, the internal post is optimally protected from weather influences. The lid is secured against annoying rattles with rubber cycling.

- High quality stainless steel design mailbox free-standing in RAL color.
- Corpus made of 1.5 mm stainless steel, powder-coated in RAL color structure, matt.
- Front panel 2 mm stainless steel, powder-coated in RAL color structure, matt.
- Available with the door hit on the left (door lock on the right) or door was hit right (door lock on the left).
- High quality door lock on the side including 2 keys with key number.
- Post throw in from above, throw-in size suitable for C4 envelopes.
- Optimal water protection.
- Application made of stainless steel V2A, ground.
- Name label, lasered approx. $10-20 \mathrm{~mm}$ high.
- House number lettering, lasered approx. 60-80mm high.
- The stand columns consist of $40 \mathrm{~mm} \times 40 \mathrm{~mm}$ rectangular tube stainless steel V2A, ground. To screw or concreted.

| Abmessungen \& Details |  |
| :---: | :---: |
| Number of parties: | 1 |
| Item withdrawal: | Front |
| Base material: | Stainless steel |
| Height single box in cm: | Body 38.5 \| Front panel 45.0 |
| Width single box in cm: | Body 32.0\| Front panel 40.0 |
| Volume single box in liters: | 12,0 |
| Height letter slot in cm: | 3,2 |
| Width letter slot in cm : | 30,5 |
| Overall height in cm : | 120,0 \| 150,0 |
| Depth in cm: | 10.0 +4.0 Stand element + 1.0 Front panel |
| Weight in kg: | 21,0 |
| Delivery condition: | Delivery is made in blocks, stand elements / letterbox divided |
| Shipping information: | Depending on the order volume, delivery is made by parcel shipment or bulky goods shipment. Partial deliveries are possible for products that can be disassembled (e.g., for floor-standing mailboxes, the stand \& box can be shipped separately). |

